 
203/9 Dang Thuy Tram Str., Ward 13, Binh Thanh Dist., HCMC, Vietnam
Tel: 84-8-35534001/2/3/4	Fax: 84-8-35534005/6
Email	: info@lukivietnam.com
Website	: www.lukivietnam.com


Technical Data Sheet
PVC transparent Plastic film
Lukifilm#10500

	Property
	Unit
	Typical Value
	Test Method

	Width
	
	mm
	300-1300
	-

	Thickness
	
	mm
	0.05-1.5
	-

	Thickness Tolerance
	
	%
	±5
	ASTM D374

	Density
	
	g/cm3
	1.35+/-0.02
	ASTM D1505

	
Tensile Strength
	MD
	
[bookmark: _GoBack]MPa
	≥55
	
ASTM D882

	
	TD
	
	≥140
	

	
Elongation
	MD
	
%
	≥240
	
ASTM D882

	
	TD
	
	≥80
	

	
Heat Shrinkage (100℃,30sec)
	TD
	
%
	58+/-2
	Dipped into water bath at100℃ for 30sec

	
	MD
	
	≤5
	

	Heating Sealing Strength
	
	N/15mm
	9.03
	ASTM F2029

	Friction Coefficient
	
	---
	≤0.5
	ASTM D1894E

	Water Vapor Transmission
	
	g/(m2·24h)
	≤2.5
	ASTM E96E96M

	
Falling Ball Impact Brittle Rate
	MD
	
%
	≤40
	
ASTM D256

	
	TD
	
	≤40
	

	Vinyl Chloride Monomer
	
	%
	<0.0001
	ASTM D3680
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